


Safety Deposit Lockers

Kaso SLK-90 safety deposit lockers are available in three optional widths. Shown example features in 
the picture: SLK-90, SLK-95 and SLK-99 columns, two Abloy keylocks per locker, full stainless steel.

Optional equipment:	
- inner boxes for SLK-70 and SLK-90 lockers 
- padlocks for inner boxes 
- electronic deposit management solution 
- pull-out trays for SLK-70 and SLK-90 lockers 
- stainless steel-plate doors 
- special sizes and colours 

KASO Safety Deposit Locker advantages
Widest range of standard safety deposit lockers
•	 Two safety deposit locker models SLK-70 and SLK-90 
•	 Three standard widths are available in both models
•	 Wide selection of standard locker heights
•	 Multiple locking options
•	 Options for camera monitoring (CCTV) and 
	 deposit management solutions 

Flexible customer specific solutions
•	 Special locker and column sizes
•	 Special colours and finishing

Quality and security
•	 Manufactured in accordance with 
	 ISO 9001:2000 in Helsinki, Finland
•	 SLK-90 Safety Deposit Lockers tested by 
	 Bankers Association 

Safety Deposit Lockers
Safety Deposit Lockers for individual 

storage of personal valuables

Kaso SLK-70 safety deposit lockers are available in three optional widths. Shown example fea-
tures in the picture: SLK-70, SLK-75 and SLK-79 columns, two Abloy keylocks per locker, colour 
light grey (RAL 7035).

External measures:	

SLK-70 series:
Total door thickness 11 mm

Height 	 200 cm 
Depth 	   46 cm
Width 	   30 cm (SLK-70) 
	   45 cm (SLK-75) 
	   60 cm (SLK-79)

SLK-90 series:
Total door thickness 16 mm 

Market leading security features:
Fixed back bolt bank
Spring steel hinge axle (pat.)
Tested by Bankers Association

Height 	 200 cm
Depth 	   46 cm
Width 	   30 cm (SLK-90) 
	   45 cm (SLK-95) 
	   60 cm (SLK-99)

Locking options:	
One or two keylocks per box
Abloy keylocks
Electronic locking

Standard colour:	
Light grey RAL 7035, powder painted

Standard Box height (mm):
	 50 mm	 75 mm	 100 mm	 125 mm
	150 mm	 175 mm	 200 mm	 250 mm
	300 mm	 400 mm	 450 mm	 600 mm
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Kaso Oy, Lyhtytie 2, P.O. Box 27, 00751 Helsinki, Finland 
Tel. +358 9 346 81, fax +358 9 386 0021
E-mail: sales@kaso.fi
www.kaso.fi 

Inner Box


